132mm NOMINAL

2no. layers 15mm gyproc T/E
wallboard fixed at centres not
exceeding 300mm. With 25MM &
36mm gyproc dry wall screws

70mm Gyproc metal studs
(70 S 50) at 600mm C/C

— V77—

72mm Gyproc channel suitably
fixed to floor at centres not
exceeding 600mm.

70 C 50 for partition heights less
than 4200mm & 72 DC 60 for
partition heights 4200mm & over

Skirting indicative only, refer
to finishes schedule

\Gyproc jointing material (bulk fill)

BASE DETAIL

2 No layers 15mm Gyproc T/E
Wallboard fixed at centres not
exceeding 300mm. with 25mm &
36mm Gyproc drywall screws

for optimum sound insulation

Gyproc sealant for optimum sound insulation

Outer layer Gyproc tapered edge
board to receive jointing & finishing

applications.

Inner layer Gyproc tapered edge

or square edge board

132mm NOMINAL

70mm Gyproc metal
studs (70 S 50) at 600mm c/c.

BOARD JOINT DETAIL

2 No layers 15mm Gyproc T/E ——
Wallboard fixed at centres not

exceeding 300mm. with 25mm &
36mm Gyproc drywall screws

Gyproc sealant for optimum
sound insulation

132mm NOMINAL

—X

132mm NOMINAL

70mm Gyproc metal stud

(70 S 50) fixed together
through plasterboard at
centres not exceeding 600mm
with Gyproc drywall screws.

T JUNCTION DETAIL
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i

Additional 70mm Gyproc
metal stud (70 S 50) at
partition junction.

Continuous line of gyproc FS
firestrip (fire rated walls only)

Gyproc sealent for optimum
sound insulation

Timber head plate suitably fixed
to structure

72mm Gyproc Extra deep
flange channel

38

(72 EDC 80) suitably

fixed thru' fire stop into
soffit at centres not
exceeding 600mm.

50

Gyproc Fixing Strap
(GFS1) to receive

55

uppermost board
fixings - No board
fixings into head
channel.

2 No layers 15mm Gyproc
T/E Wallboard fixed at
centres not exceeding
300mm. with 25mm &
36mm Gyproc drywall

Allow for min +/- 25mm deflection
head detail

Top of metal stud

NOTE: DEFLECTION
REQUIREMENTS TBC BY
DEVELOPER PRIOR TO
INSTALLATION (SITE SPECIFIC)

Uppermost board fixing
- No fixings into head channel

70mm Gyproc metal
studs (70 S 50) at
600mm c/c.

Gyproc sealant
for optimum
sound insulation

screws
132mm NOMINAL
15mm Gyproc Greenboard on 15mm
Gyproc T/E Wallboard fixed at centres
not exceeding 300mm. with 25mm &
36mm Gyproc drywall screws
" \
I
=
=z 70mm Gyproc Metal Stud
= (70 S 50) fixed to timber
2 sub-frame at centres not
£ exceeding 600mm with
& Gyproc drywall screws.
[3p]
i ju |

12mm Ply lining board (marine ply in wet areas) fixed
between metal studs with Gypframe Service Support
Plate to tiled side of partition and partitions backing wall
mounted fixtures as indicated on plan.

DOOR JAMB DETAIL

ARCHITRAVE AND DOOR

e

FRAME INDICATIVE

— TIMBER SUB-FRAME

132mm NOMINAL

2 No layers 15mm Gyproc T/E
Wallboard fixed at centres not
exceeding 300mm. with 25mm &
36mm Gyproc drywall screws

132mm NOMINAL

CORNER DETAIL

metal studs (70 S 50). fixed

plasterboard at centres not

b
(i
2 ] <
i N7 70mm Gyproc
together through
e
f exceeding 600mm with
Gyproc drywall screws
"
v o]
| a
I

Continuous line of gyproc FS firestrip
(fire rated walls only)

1 layer 15mm Gyproc Wallboard fixed at
centres not exceeding 300mm. with 25mm
Gyproc drywall screws

NOTE: all drylining board fixed to

full height blockwork is 2.5m high

2 No layers 15mm Gyproc T/E Wallboard
fixed at centres not exceeding 300mm. with
25mm & 36mm Gyproc drywall screws

132mm NOMINAL

Gyproc Sealant for optimum
sound insulation

WALL ABUTMENT DETAIL

2 No layers 15mm Gyproc
T/E Wallboard fixed at
centres not exceeding
300mm. with 25mm &
36mm Gyproc drywall
screws

70mm Gyproc metal studs (70 S 50) fixed to
structure at centres not exceeding 600mm.

Gyproc GL2 Gyplyner fixing brackets fixed to
background with Gyproc Gyplyner anchors at
centres not exceeding 800mm.

Gyproc GL1 Gyplyner Channel positioned
close to corner and at centres not
exceeding 600mm. thereafter - fixed to
GL2 Brackets using Gyproc wafer head
drywall screws

Legs of fixing bracket bent back to
horizontal so as not to project beyond
face of stud

Outer layer Gyproc tapered edge board to

receive jointing & finishing applications

Inner layer Gyproc tapered edge or

square edge board

132mm NOMINAL

70mm Gyproc metal
studs (70 S 50) at
600mm c/c.

12MM PLY LINING

12mm Ply lining board (marine ply in wet areas) fixed
between metal studs with Gypframe Service Support
Plate to tiled side of partition and partitions backing
wall mounted fixtures as indicated on plan.

2 No layers 15mm Gyproc T/E
Wallboard fixed at centres not
exceeding 300mm. with 25mm &
36mm Gyproc drywall screws

12mm Ply lining board (marine ply in wet areas)
fixed between metal studs with Gypframe Service

Support Plate to tiled side of partition and partitions
backing wall mounted fixtures as indicated on plan.

Outer layer Gyproc tapered
edge board to receive
jointing & finishing
applications

Inner layer Gyproc
tapered edge or
square edge board

——

132mm NOMINAL

70mm Gyproc metal
studs (70 S 50) at
600mm c/c.

12mm Ply lining board (marine ply
in wet areas) fixed between metal
studs with Gypframe Service
Support Plate to tiled side of
partition and partitions backing
wall mounted fixtures as indicated
on plan.

12mm PLY LINING TO BOTH SIDES

DETAILS SHOWN INDICATE 132
NOMINAL WIDE PARTITIONS.

FOR ALL OTHER PARTITION
SIZES REFER TO
MANUFACTURERS DETAILS

THIS DRAWING SHOULD BE
READ IN CONJUNCTION WITH
CURRENT GYPSUM INDUSTRIES
LITERATURE. AVAILABLE AT
WWW.BRITISH-GYPSUM.COM
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